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1.  CLIP REFERENCE
FOR RAIL WITH PAD

2.  CLIP REFERENCE
FOR RAIL WITHOUT PAD

A 120 220 120 105 3224/20/42 3224/20/42

A 150 220 150 150 3224/20/42 3224/20/42

MRS 86 165 102 102 3224/20/42 3224/20/42

MRS 87 A (PRI85R) 152 102 152 3224/20/42 3224/20/42

MRS 125 180 120 180 3224/20/57 3224/20/42

ISCR 100 150 102 150 3224/20/42 3224/20/42

ISCR 120 170 120 170 3224/20/42 3224/20/42

ISCR 140 170 140 170 3224/20/57 3224/20/42

QU 100 150 100 150 3224/20/42 3224/20/42

QU 120 170 120 170 3224/20/42 3224/20/42

CR 73 140 100 135 3224/20/42 3224/20/42

86 kg AS 165 102 102 3224/20/42 3224/20/42

This clip can be used for a wider selection of rails than illustrated.
Please contact GANTRAIL for the full range of possible rails. All rails can be fastened with bolted or welded base clips. 
GANTRAIL may change or improve their products and also alter specifi cations without notice.
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INSTALLATION INSTRUCTIONS:

The hexagon headed fi xing bolt can 
be inserted from above or below the 
supporting structure – see adjacent 
confi gurations.

If it is desired to fi x the clip with a 
welded stud, this may be possible. 
Please consult GANTRAIL for guidance. 

TIGHTENING TORQUE
Grade 8.8 bolt 600Nm

Please contact GANTRAIL for full 
installation instructions.

BOLT CONFIGURATIONS

POSITIONING OF SPECIAL WASHER
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