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1. �CLIP REFERENCE 
FOR RAIL WITH PAD

2. �CLIP REFERENCE 
FOR RAIL WITHOUT PAD

A 100 200 100 95 8219/20/40 8219/20/40

A 120 220 120 105 8219/20/40 8219/20/40

A 150 220 150 150 8219/20/40 8219/20/40

89 kg CR 178 102 114 8219/20/40 8219/20/40

MRS 86 165 102 102 8219/20/40 8219/20/40

MRS 87 A (PRI85R) 152 102 152 - 8219/20/40

MRS 125 180 120 180 - 8219/20/40

MRS 221 220 220 160 - 8219/20/40

ISCR 100 150 102 150 8219/20/40 8219/20/40

ISCR 120 170 120 170 8219/20/40 8219/20/40

ISCR 140 170 140 170 - 8219/20/40

QU 100 150 100 150 8219/20/40 8219/20/40

QU 120 170 120 170 8219/20/40 8219/20/40

171 CR (MRS 85) 152 103 152 8219/20/40 8219/20/40

175 CR (MRS 87B) 152 102 152 8219/20/40 8219/20/40

ISCOR 57 140 70 165 8219/20/40 8219/20/40

CR 73 140 100 135 8219/20/40 8219/20/40

CR 100 155 120 150 - 8219/20/40

73 kg AS 146 70 157 - 8219/20/40

86 kg AS 165 102 102 8219/20/40 8219/20/40

This clip can be used for a wider selection of rails than illustrated. 
Please contact GANTRAIL for the full range of possible rails. All rails can be fastened with bolted or welded base clips. 
GANTRAIL may change or improve their products and also alter specifications without notice.
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RAIL EDGE
SEE INSTALLATION 
INSTRUCTIONS
FOR INFORMATION ON 
WELDING FRONT EDGE

(5mm THROAT THICKNESS)

8219

INSTALLATION INSTRUCTIONS:

Weld along back and sides of clip base with a 5mm throat thickness fillet weld. 
Weld in ‘V’ with a 3mm throat thickness fillet weld. Use low hydrogen electrodes. 

If a continuous weld around the base is required, this is possible.  
Please consult GANTRAIL for guidance. 

TIGHTENING TORQUE 250Nm

Please contact GANTRAIL, for full installation instructions.
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Certificate No. 5180

ISO 9002
REGISTERED COMPANY

WELD DETAIL


